
1. Please read Lighting System General Operation page before installing. 

2. Choose an appropriate location by considering depth, boat traffic and  
bottom surface material. (A) 

3. Secure GFCI (B) and optional timer with supplied cable straps (C) well above  
the highest potential water level. GFCI must be installed vertically as shown. 

4. Lower the light assembly (D) into the water. Use 1" PVC Straps to mount to structure.  
Additional straps may be required in areas with severe wave or tidal action. (A) 

5. Recommended depth 3 – 12 feet. (E) Light(s) should always be submerged in water. 

6. Light should be plugged into a Ground Fault Circuit Interrupter (GFCI) Outlet. (F)  
Under no circumstance should a light be installed on an unprotected outlet. 

7. Allow a few minutes for the light to reach full brightness.  The inline GFCI  (B)  
is equipped with a red or green indicator light.  If the light is on, everything is  
working properly. Do not submerge GFCI.  

8. Enjoy! 
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Please feel free to contact 
customer service at 727-234-1334 Ext. 2.

WARNING: 
All power to the unit must be 

disconnected during installation.  
Do not plug in the unit until the 

light is completely installed. 

Vertical Installation Guide  —  Please Read Carefully.

Phone: 727.234.1334  •  Fax: 727.234.1335  •  Toll Free: 888.871.3334 
www.DeepGlow.com 

If you’re in an area with 
musckrats, use conduit to  

protect exposed cables.
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Mount GFCI  
at least 4'  
above the high 
water mark.
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• Use 1" PVC conduit (Gray) and medium or  
heavy-duty PVC Glue. 

• Make sure Nylon Tie-Straps are tightened well. 
• Arrow on the bracket should point towards lens. 
• Light cord can be either pulled through or 

strapped to conduit.  
• Pulling the cord through the pipe requires  

disconnecting the In-line GFCI.  (See GFCI 
wiring instructions included.) 

Vertical Mounting Kit Includes: 
PVC Braket and Two Heavy Duty Zip Ties

1" Coupling 
1" PVC Conduit



How to Remove and Install GFCI

Black Wire to 
Gold Screw  

Cable 
Clamp

Cord 
Grommet

Gasket

Green Wire to 
Green Screw  

Remove the two scews from the cable 
clamp to remove or insert the power cord.  
 
Make sure to instert power cord through 
cord grommet when installing. 
 
Connet wire ends as show in the diagram 
above. Scew cable clamp back in place 
and complete by scewing the outside 
cover back in place.

White Wire to 
Silver Screw  

Remove bottom cover on 
the GFCI by removing the 
two screws shown above.


